
Spy Scope Data: 0899

High-powered lightweight earphones

Optical sight

Sound sensor

Parabolic reflector

Manually activated trigger

Power source

COLECO

Power Requirement: 9-volt battery

(not included)

Voice Sensitivity: In direct relation

to decibels received: amplifies

voice signal and transmits it to ear

phones

Scope Dimension: Portable, 8'

diameter, parabolic reflector with

sound sensor

Receiving System: Dual, ultra

lightweight earphones

From the Files of The FORCE OF

FREEDOM (Authorized Per

sonnel Only!

The last time TURBO’" penetrated

GENERAL WARHAWK'S S.A.V.-

A G.E." Strike Headquarters, he

realized how valuable a high-pow

ered piece of spy-surveillance

equipment would be in discovering

the enemy's plans. Therefore, he

developed the ELECTRONIC SPY

SCOPE. With this sound surveil

lance system it is possible to over

hear enemy plans - even when they

are spoken at a whisper The sound

sensor in the middle of the dish is

activated by pulling the trigger. Best

results are achieved by fixing

the SPY SCOPE'S optical

sight on the

subject.

Ages: 5&Up

Pack: TBD

Weight: TBD

Cube: TBD

Purpose of Design: To provide

THE FORCE OF FREEDOM with a

high-powered piece of surveillance

equipment to use on information

gathering missions

Communications Unit: ELEC

TRONIC SPY SCOPE

ted. "Trademark used by Coleco Industries, Inc. under authorization. Step
Vast Hartford. CT 06110. Made in Hong Kong. Color and decorations may1

jphen J. Cannell Productions-Lice
/ vary. Patent Pending.

1985 Anabasis Investments N.V. All rights reserved
Agent. Manufactured for Coleco Industries. Inc., Wet

Approximate size of Parabolic

Reflector: 8' diameter
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